AERO PRECISION

ADJUSTABLE GAS BLOCK
INSTALLATION INSTRUCTIONS

MAKE SURE YOUR FIREARM IS UNLOADED
BEFORE INSTALLATION, ADJUSTMENT,
OR SERVICE:

Make sure your firearm is pointed in a safe
direction, and the safety selector is set on
SAFE. IF a magazine is present, remove it from
the firearm and lock the bolt carrier back.
Physically and visually inspect the chamber,
ensuring that it is empty.

INSTALLATION INSTRUCTIONS:

Install your gas tube into the Adjustable Gas
Block and ensure that the gas port is facing
downward. Drive the gas tube roll pin into the
gas block to secure the gas tube in place.

With your barrel installed in your upper receiver,
carefully slide the Adjustable Gas Block and gas
tube over the muzzle end of the barrel and up to
the shoulder of the gas journal.

Guide the gas tube into the upper receiver,
visually align your gas block, and then torque
the set screws to 40 in/lbs. once proper
alignment is achieved.

The installation of your Adjustable Gas Block is
complete.

ADJUSTMENT INSTRUCTIONS:

Fully Closed: To set your Adjustable Gas Block
to its Fully closed position, turn the adjustment
screw clockwise until the screw bottoms out.
DO NOT overtighten the adjustment screw.

Fully Opened: The Adjustable Gas Block is Fully
opened from the factory. After making adjust-
ments, return to a Fully open configuration by
fully closing the gas block and then turning the
adjustment screw counterclockwise 15 clicks to
allow For maximum pressure.

TUNING FOR REDUCED RECOIL:

With the Gas Block set to Fully open, insert a
magazine with one round into your firearm and
fire in a safe direction.

IF your bolt carrier locks back, physically and
visually inspect the chamber to ensure it is
empty before adjusting the screw twao clicks in
the clockwise direction.

Repeat this step until your bolt carrier no longer
locks back on an empty magazine.

Turn the adjustment screw counterclockwise
one click at a time until the bolt reliably locks
back. Open the gas block an additional 1-2 clicks
to ensure reliability.

SERVICE:

Our Adjustable Gas Block is serviceable to allow
you to clean and maintain the gas system on
your rifle allowing you to prevent or reverse a
potential “carbon-locked” gas adjustment screw.

To service your gas block:

Remove your Adjustable Gas Block from your barrel.
Place the gas block upside-down on a solid
surface and remove the adjustment screw.

Note: Adding solvent/lubricant to the ports
adjacent to the gas-return port may help remove
a stuck adjustment screw.

Rotate the gas block and capture the detent and
spring in your hand or another useful
containment device.

Clean and service the Adjustable Gas Block,
adjustment screw, detent, and spring. Do not
over oil the adjustment screw. An extremely light
coat followed by a wipe-off is all that is needed.

Assembly of the Adjustable Gas block is
achieved by reversing the disassembly process.
Remember that the spring is inserted into the
gas block before the detent.



